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Ref.  W4501600203040E0

Body

Shaft

Disc

Seat

Temperature

Tolerances

Face to Face

Pressure test
according to:

Mounting
between flanges

Tightness test

(Note) dimensions and standards may vary without announcement. Colours are orientative.

_ PN10 PN16 ANSI150 ISO 5752 | Weight
NOxT1 NOxT1 N°xT1 | Connection Kg

Ductile Iron
EN 1563 - GJS500-7

} key-way
I o DIN 6885 sheet 1
|

Stainless Steel
ASTM A182 F304

Stainless Steel
ASTM A351 CF 8M

EPDM

-20°C up to +110°C

ISO 2768-M

EN 558 Series 20
ISO 5752 Series 20
API 609 Table 1
BS 5155 Series 4

EN 12266-1, ISO 5208:
Body: 1.5xPN
Seat: 1.1xPN

PN10/16
ISO 7005, DIN 2501, BS 4504
ANSI class 150: ANSI B16.5

ISO 5208, zero leakage APl 598
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175 114 140 4xM24 4xM27 4x1 1/8" F14

4xM24 6 4xM30 4x1 1/8" F14 117
250 154 60 90 30 165 725 4xM27 770 4xM33 749 4x1 1/4" F16 177
300 165 60 90 30 254 840 4xM27 840 4xM33 863 4x11/4" F25 258
300 190 65 110 30 254 900 4xM30 900 4xM33 914 4x11/4" F25 296
300 190 65 110 30 254 950 4xM30 950 4xM36 978 4x11/2" F25 330
300 203 80 110 30 254 1050 4xM30 1050 4xM36 1086 4x1 1/2" F25 505
300 216 80 110 30 254 1160 4xM33 1170 4xM39 1200 4x1 1/2" F25 661
300 216 80 110 30 254 1270 4xM33 1270 4xM39 1314 4x11/2" F25 840
300 254 100 110 35 254 1380 4xM36 1390 4xM45 1422 4x11/2" F25 1020
350 360 120 130 35 298 - - - - 1537 4x1 3/4" F30 1650
350 360 120 130 35 298 1590 4xM39 1590 4xM45 1651 4x1 3/4" F30 1900
415 360 150 160 40 356 1820 4xM45 1820 4xM52 1880 4x17/8" F35 2750
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