A range of
Open-Close
and
Modulating
Quarter-turn
Electric
Actuators
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A versatile range of quarter turn Electric Actuators for use

with Valves, Dampers and similar applications. Four body sizes
are available covering torques of 20-1500 Nm (175 - 13000 Ibf/in).
All sizes have a square male output shaft with tapped mounting

holes, mostly in ISO format. The final drive is by worm gear,
preventing back drive and eliminating the need for a brake.

General Specification - Unic Range

Ambient temperature ranga

Available vollages
110V ac 50/60 Hz single phase
230V ac 50/60 Hz single phase
24V ac 50/60 Hz single phase
24V de

Ovarload protection systam

Manual operation

Pratection

End of travel

Body matarial

Finish

Shaft and exterior screws
Conduit entry

Cable Gland

Position indicatar

Optional Extras

Potentiometer (/POT)
Space Heater (/SH)
Torque switchesa (TL2)

2510 +55°C

All Unics,

All Unica,

Unic 2, Unic 05, Unic 10 & Unic 20 only,
Uniz 05, Unic 10 & Unic 20 anly.

Salt resatting thermal cut-out

By detachable handle (supplied).
IPES

Electric operation - Limit switches,
Manual operation’- Mechanical stops.
Diecast aluminium alloy - ADC 12
Grey stove enamel,

Stainless steel

1 off Gl (4" BSP).

1 off for cables 6.5 to 10.5 dia.

0 - 80° vizible from above

500 ohmas standard (Replaces extra limits)
Recommended for cold or damp conditions.
Switches off motor al preset lorgue,
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Circuit with optional
potentiometer (Unic.. /POT)
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Standard circuit for DC supply
(Unic.../L52/24Vdc)




MODULATING TYPES

The Nucom range of modulating actuators are intended for control applications. The

position of the actuator is set in proportion to the value of the input signal, in the range

4-20mA, for 90 degrees rotation. An integral encapsulated electronic positioner gives a

resolution of 0.4% FS with no hunting or overrun. Facilities for direct or reverse action,

and open, freeze or close on loss of signal are standard features. A position output

signal of 4-20mA is also provided. Three body sizes are available covering a torque
range of 49-980Nm (430 - 8670 Ibf/in).

General Specification - Nucom Range

Supply voltage

Input signal

Position Output signal

Direct/Reverse action

Signal Fail (<2mA)

Resolution

Adjustments provided

Conduit entry

Cable Gland

All other specification details as for Unics

Optional Extras
Torque switches ((TL2)

2 off for cables 8,5 to 10.5 dia,

NUCOM 1T0NM

110V or 230V ac 50/60 Hz single phase
4-20mA into 25062

4-20mA into max resistance of 45041
Switch selectable,

Selectable to Open, Close or Freeze.
Bettar than 0.4% full scale.

Trimpots for Span, Zero and Deadband.
2 off G¥ (" BSP).

Switches off motor at preset torque.



TYype Specific Dat I

MODEL TOROUE SPEED POWER WEIGHT  SHAFT SIZE MOUNTING 0/A DIMENSIONS
Nm seca/90 walts Ko AF L BPCD) T1 R 8 T2 H B w
nofe 1 2 3 3 4 4 4

Unic 05 40 15 50

12 12 70 M8 68 60 M6 111 115 159
' M6 |

Unic 10/15

Unic 10/30 | 98 30 80

15 165 70 M8 82 70 M6 137 123 208
Unic 20 | 68 | | 26.5 | 118 | 84 | M10| 145 |
Unic 40 392 30 150 7.8 23 265 102 M10 118 B4 MI0 145

Unic 60
Unic 100
Unic 150

136
136

116 M12 171
116 | M12 | 171

Nucom 10NS/15 | 49 15 80 | 45 | 15 [16.5| 70 | M8 | 82 | 70 | M6 | 137 | 123 | 208 [0
Nucom 10NS/30 aa 30 80 45 15 165 70 M8 82 70 M6 137 123 208 |
Nucom 1ONM/30 __ 392 23 265 102 M0 118 84 MI10 145 157 257

m

Nucom WHI..r‘:!ll 980

136 116 MI2 171 242 381

speed on DC is dependent on kaa and voltage
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