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No. NAME OF PART QTYIM T L REMARKS
1 | Body 1 | RDCI2
2 | Briving unit cover 1 | ROC12
3 | Apertometer 0~90° 10div. 1| GLASS
3.150(80) 4 | Electric unit cover 1 | ADCI12
1.339(34) 1.339(34) 3 | Control unit cover 1 | ADCI12
A\ 6 [Wiring hole 1 — NPTL/2
QQ?/Q; 7 | Manual handle shaft 1 | S45C
£h & 8 | Output shaft [ |sus304
& 9 | Stopper 1 | ZnDC
Q 10 | Stopper bolt/nut 2 [5US304
\\ o 11 | Manual handle shaft rubber cap 1 NBR
@
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CERTIFICATE OF COMPLIANCE

TYPE

CERTIFICATE NUMBER

ISSUED BY

NEMA-4,4X

161097-E177862 UL

CSA.NRTL/C

LR110832-1,2

CSA

CE

EMS 1BO/04-1,2

ASSESSMENT SERVICE

DRIVING UNIT SPECIFICATION

POWER SOURCE

ACL15V - 120V - 240V
60Hz Single phase

CONTROL ANGLE 0—-90° degree.
OPERATION SPEED 13sec./90deg.

OQUTPUT SHAFT TORQUE | 347in-lb (39.227N - m)
MANUAL OPERATION Available

BODY MATERIAL

Aluminium diecast

COATING COLOR

Gray (N-6)

BODY WEIGHT

2 kg

OUTPUT SHAFT POSITION : O s | ACTURTOR OUTER DIMFASIONS [ev mggsrfng S
DIMENSIONS RRE INCH(mm) HODEL: UH/C_05(§7—ﬂ) gg//:l/; 04,/‘_2;?9;; I/(.EUG[YH//H
OKOET INDUSTRY €0.,L70. |™" 1 2000GE?7
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